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Abstract  
 
The potential of the Diffusive Gradient Thin-Films (DGT) as a supplemental method for 
water quality monitoring was employed has been tested through 3 sampling campaigns to 
measure the trace metals (Cd, Co, Cr, Cu, Pb, Ni and Zn) present in the surface water of a 
highly urbanized river. Specifically, the study done in the Pasig River (Philippines) seeks to: 
assess the applicability of DGT passive sampler in an urban context exhibiting highly 
contrasted hydrological conditions (greatly influenced by episodic events) and sediment 
disturbance (dredging) and provide proposal for a better water management. The results 
indicate that: (1) DGT is highly recommended as part of a routine analysis for water quality 
monitoring; (2) DGT are able to capture the fluxes even in very contrasted flow regimes; (3) 
DGT are suitable to trace the labile fluxes of metals from the lake to the estuary; and (4) at the 
confluence of the Marikina River water management should be intensified. Moreover, 
recommendations were made for developing pertinent water monitoring protocol and 
management scheme. 
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1 Introduction  
 
Pollution of surface water is a worldwide issue of environmental concern (Ouyang 2005). 
Among the water bodies, estuary is challenging. The manner of using (Hartnett et al. 2011), 
the interfaces among the saline gradient and the continuous tidal actions make the system 
diverse and complex (Winn et al. 2003). Trace metals are among the few persistent 
contaminants introduced into this type of water resource (Severini et al. 2009). Their 
distribution (Zwolsman et al. 1997) and bioavailability in the estuaries are now of major 
environmental concern in terms of water management (Masson et al. 2011). 
The development of monitoring approaches requires essential elements of the water 
system under study such as: (1) being adapted; (2) giving representative information; and (3) 
entailing consistent and specific approach or methodology (Strobl and Robillard 2008). 
Sampling approaches, normally, involves conventional spot and grab sampling for water 
quality monitoring. However, this can disturb the natural chemical reaction in the samples 
aside from the fact that these trace metals are very sensitive so that accuracy of data can be a 
problem. Accordingly, in-situ measurements are being advised. It can give more reliable 
information on the distribution of the chemical species in natural water (Zhang and Davison 
1995; Lu et al. 2002; Allan et al. 2008; Vrana et al. 2005). Another difficulty is the lack of 
reliable and low-cost water quality sensors for continuous monitoring (Aisopou et al. 2012). 
Normally, the budget constraint should also be considered but the analytical procedure must 
not be at stake because of this reason. 
The emerging in-situ passive sampling appears to give good responses to the above 
mentioned problems. Additionally, advantages include (Graveline et al. 2010): (1) allowing 
accumulated weighted average or high-time resolution of concentration (making it possible to 
assess the total load carried by a stream over a given period of time); and (2) capable of 
measuring the presence of the contaminants that the conventional sampling could not be able 
to detect (passive samplers can detect even trace to ultra trace level). From the actual 
experience, this: (3) in terms of prioritization, can be able to locate the most challenging 
(deteriorating water quality) area at a shorter period of time; and (4) does not need huge 
quantity of water to transport and store in the laboratory before analysis. Inferences can be 
made since it has an operationally defined measure of DGT-labile trace metals that contains 
the “bioavailable” fraction (INAP 2002). Success on the use of the DGT in tracing and 
monitoring labile trace metal species had been documented (Alexa et al.2009; Docekalova 
and Divis 2005; Pérez and Anderson 2009; Vystavna et al. 2012a; Sherwood et al. 2009; 
Munksgaard and Lottermoser 2010). 
 In this paper, the trace metals such as Cadmium (Cd), Cobalt (Co), Chromium (Cr), 
Copper (Cu), Nickel (Ni), Lead (Pb) and Zinc (Zn): (a) in total, using the conventional 
method, normally, employed by the local water authorities and (b) DGT-labile metal 
fractions, using the DGT technique were evaluated to help in determining the water quality 
state of an estuary in the Philippines. The use of the DGT is a pilot study in this country, 
which can provide a more holistic situation for water resource managers on the trace metal 
distribution and bioavailability. The aim of this paper is not to compare the total to DGT-
labile trace metals but to give an overview of their behavior in response to the captured 
episodic events and to provide a supplemental water quality measurement strategy for a better 
water resource assessment. 
 
 
2 Materials and Methods  
 
2.1 Study site 
 
The surface area of the Pasig River is 1,710 km
2
. This stretches to about 27 km with a water 
volume of 6.5 million m
3
. The width is from 62 m to 120 m with an average of about 90 m. 
The shallow part is around 1 m, while, the deepest is 5 m. The shoreline length is almost 5 
km. Average low flow is 12 m
3
/s, with a maximum flow of 275 m
3
/s (PRRC 2009) during dry 
and wet seasons respectively. Four major and important tributaries drain to this river. These 
are the San Juan River, Marikina River, Napindan River and Pateros-Taguig River. The minor 
tributaries, around 43, have the surface area ranging from 2 km
2
 to 400 km
2
.  
As the main river in the National Capital Region (NCR), commonly called Manila 
(c.a.~11,500,000), joining the Manila Bay (downstream), to the west, and the Laguna Lake 
(upstream), to the east (Figure 1). It is influenced by fluxes from industries, residential 
houses, informal settlers, and other commercial areas. The river also receives wastewaters 
from surrounding cities where about 50 percent of the pollution load comes from the industry 
with an equal percentage coming from domestic liquid wastes (Cruz 1997). Industries include: 
mill factories, ceramic and tile industries, steel industry, oil depots, chemical industry, sugar 
refinery, power plant, food and beverage and gas stations. Despite the alarming water quality, 
the river is still in function such as for swimming, fishing, navigation (boats, ferries, ships, 
etc.), growing of lilies and the riparian area serve as recreational area such as parks.  
The Pasig River was selected for this pilot activity since: (1) it is one of the major and 
important river basins in the Philippines; (2) the highly urban situation and lack of water 
treatment plants (although, industries are mandated to have such facilities) pose water quality 
problems such as contamination; (3) the condition such as low and high flow permits the 
hydrological representativeness; and (4) the chosen sampling sites are under the water 
surveillance of the local authorities mainly headed by the Pasig River Rehabilitation 
Commission (PRRC).  
 
2.2 Sampling 
 
Four sampling points were considered (Figure 1) taking into account the river sections 
(upstream, midstream and downstream), the salinity gradient and impacts of anthropogenic 
activities. The approximate distance of each sampling point from each other is 7 kilometers. 
Point 1 was at the mouth of the river, towards the Manila bay, Points 2 (near San Juan River) 
and Point 3 (close to the Marikina River) were located in the midstream of the river and Point 
4 is near the outlet of Laguna Lake at the eastern part of the Pasig River.  
Seasonal variations (dry and wet) were taken into account so sampling was done three 
times as seen in Table 1. Pasig River is classified under the Climate Type I under the 
Philippine Corona System which has a two (2) distinct seasons: wet (May to October) and dry 
(November to April). The seasonal variation influences the hydrological condition of the river 
(Tsakiris 1988) so the sampling campaigns were done in the months of April-May 2010, 
January 2011 and May-June 2011. These are representatives of the intermediate (between the 
dry and wet) period (Sampling Period 1); dry season (Sampling Period 2) and start of the wet 
season (Sampling Period 3). To fully capture the hydrological condition (especially the 
intermediate period) and estuarine ecotone of this river, more than 2 weeks (n=18 days) was 
selected. In addition the length of the deployment period chosen corresponds to the 
recommended average immersion in water (about minimum of a week to a month). 
However, unexpected events which can potentially have some bearings on 
hydrological conditions were encountered: Sampling Period 1 experienced dry season; 
Sampling Periods 2 and Period 3 covered wet period (Table 1).  Compared to the normal 
precipitation rate, for the year 2010, April is a little bit higher (0.43%)  than the normal while 
May is only 3.43% of the normal; for the year 2011, January, May and June were higher (4.92 
times, 0.19% and twice, respectively) than the normal precipitation rate.  
The country during these periods experienced climatic variation called the El Niño 
Southern Oscillation (ENSO) phenomenon. This phenomenon is characterized by "warm 
events or drought" due to the movement of the warm sea water from the western Pacific 
followed by the "wet events" coming from the easterly trade-wind-induced flows of colder 
water from the eastern Pacific (Harger 1995). The seasonal surface circulation in the 
Philippine archipelago affects the surface water movement with strong variation on currents 
and tides (Han et al. 2009). In addition to this situation, during the 1
st
 sampling period, 
simultaneous to the sampling activity, a dredging activity was on-going. Improving the canal 
system specially in diverting the water during floods to the Napindan Hydraulic area was one 
of the objectives.  
Accessibility and security of the DGT probes were also considered as the probes have 
to be immersed in the river for a long period. Environmental parameters such as pH, salinity 
and conductivity, water temperature and dissolved oxygen (DO) were determined in-situ 
using an automatic sampler, YSI 6600 V2 data sonde. The total organic compound (TOC) of 
the Pasig River ranges from 3.4 to 4.5 mg/L during May 2010 and 3.5 to 7.4 mg/L for January 
2011 (Materum 2010). In parallel, conventional water sampling following the normal 
procedure of the local water authorities using bottles was performed. The unfiltered water 
samples were collected using acid-rinsed (1:10 HNO3) 150 mL Nalgene bottle (n=2 per site) 
during each sampling period. These then were stored in a refrigerator.  
The DGT probes (n=2) were left fully-immersed for a period of 18 days in each 
sampling station placed in a specially manufactured container made in bamboo (Figure 2). 
Field blank (n=1) per sampling campaign was provided. Cooling compartments and pre-
cleaned re-sealable plastic storage bags properly marked were prepared before the retrieval. 
Upon retrieval, each DGT was rinsed with deionized water (Milli-Q at 18 mega ohms cm) and 
immediately placed in the pre-cleaned resealable plastic bags then put in the cooling 
compartment. Subsequently, DGTs were kept in the refrigerator until the extraction was 
performed.  
 
  
2.3 Materials and Quality Control 
The nitric acid used is Fisher Scientific Analar grade. DGTs were purchased at the DGT 
Research Ltd, Lancaster, UK. DGT field blanks (n=3) were extracted and analyzed using the 
same procedure done for the DGTs deployed in the river. In each of the water quality 
parameters considered, laboratory procedural blanks were done and detection limit were 
determined by getting the standard deviation of the blank solution multiplied by three (Zheng 
et al. 2012; Pattke et al. 2012). The blank values were then subtracted to the values obtained 
from the field-deployed DGTs. Precision of the replicates of all the total trace metals collected 
conventionally is 10%. While, the Relative Standard Deviation (RSD) obtained from DGT is 
shown in Table 2. RSD from the DGT samplers seemed to be higher than the values obtained 
from the total trace metals. 
 
2.4 Determination of trace metals 
 
2.4.1 Total trace metals (on conventional approach: water samples from bottles) 
 
At the laboratory, since samples are from an estuary, dilution using deionized water (Milli-Q) 
was applied and prepared in a Teflon centrifuge tube. The protocols for clean room; 
laboratory sample handling including pretreatment for total trace metal; and the use of 
inductively coupled plasma-mass spectrometry (ICP-MS) and instrument analysis followed 
the analysis of surface water for trace metal elements by ICP-MS guidelines (Shafer and 
Overdier 1995). Measurement of selected trace metals was performed using ICP–MS 
equipment Agilent Technologies HP 4500 Series 100. 10 mL each of previously acidified 
samples (using 65% HNO3(Merck Suprapur®)) were filtered with 0.45 μm syringe filter 
cartridges (Millipore Millex®-LCR hydrophilic PTFE, 25 mm). Calibration curves of the 
trace metals of interest were made beforehand using Merck CertiPUR® ICP multielement 
standard solution VI for ICP–MS. TMDA–70 (lot 1007), a water sample from Lake Ontario 
fortified with trace metals purchased from Environment Canada, served as the certified 
reference material for verifying the quality of the analytical results.  
 
2.4.2 DGT-labile trace metals (in-situ passive sampling) 
 
In the laboratory, resin layers were carefully removed using Teflon tweezers. Each resin was 
placed in a Teflon centrifuge tube with 1mL of 1M of HNO3 (Aung et al. 2008).  To allow 
elution, the solutions were kept for 24h. Dilution of the eluent using deionized (Milli-Q) was 
applied, subsequently. The solutions were then analyzed using ICP-MS. Details on the 
process are extensively discussed in many journal articles already (Zhang and Davison 1999 
and Li et al. 2005).  The environmental concentration of trace elements was calculated using 
the following formula (DGT Research 2002): 
At D
g

M
CDGT  ( 1) 
 
 
Where, CDGT is the measured DGT labile trace metal concentration; A is the exposed area of 
the DGT probe; Δg is the thickness (PAA hydrogel); D is the diffusion coefficient which is 
water temperature dependent (obtained from the study of DGT Research 2002); t is the total 
time of deployment; and M is the mass of the labile metal captured at the binding phase. The 
latter is calculated as follows: 
  
ef
M
)V+(V C HNO3gelel
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Where, Cel is the concentration of the metals in the elution solution; Vgel is volume of the resin 
gel; VHNO3 is the volume of HNO3 added to the resin and fe is the elution factor. 
 
3 Results and Discussions 
 
3.1 Variation of routine environmental parameters 
 
Environmental factors such as physical, chemical and biological constituents of the water 
quality affect the physical and chemical condition of a water body (Wei et al. 2009; Vystavna 
et al. 2012b). As shown in Table 3, the results on the routine environmental parameters 
indicate spatial and temporal variation of dissolve oxygen (DO), salinity and conductivity. 
The environmental factors were evidently influenced by the episodic events during the 
sampling periods mostly expressed in DO. The DO exhibited different oxic conditions 
through periods. 
The Department of Environment and Natural Resources (DENR), in Philippines is the 
main authority which manages and implements the water regulations. One of the regulations 
is the Department Administrative Order 34 (DAO) which is for the Water Usage and 
Classification or Water Quality Criteria.  It requires a minimum of 5 mg/L for DO. Periods 1 
and 3 failed to comply in this regard. However, compared to the set limit of the Canadian 
Council of Ministers of the Environment (CCME 1996) for marine and estuaries, this is 
lower, DO should be above 8 mg/L. In this case, only the upstream met the limit.  
 
3.2 Distribution of trace metals 
 
3.2.1 Total trace metals 
 
The range of concentration of total trace metals is presented in Table 4. Period 1 gave the 
highest total trace metal concentration among all the periods with values of an order of 
magnitude to two more than the 2 other periods.  This is the case for Cr, Cu and Cd. Others 
(Pb, Ni and Zn) have close range of concentrations for the 3 periods with some having 
problem of under the limit of detection. The only metal which increased its concentration 
during the last period is Co.  
DAO 34 has recommended water quality limit for Cr, Cd and Pb but Cu is in dissolved 
form. If this will be followed, then Cr in Period 1 sampling points 1 and 3 and Cd 
concentrations in all sampling points during Period 1 were above the limit (Figure 3). But Pb 
is within the limit. Figure 5 shows the total trace metal concentration percent contribution 
along periods. Notably, with reference to the lake, all trace elements increased as they reach 
Point 3. 
The results obtained revealed that some trace metals were not measured as depicted by 
the values of under the limit of detection (Table 4) such as in Period 1, with the noticeable 
exception of Ni at point 3. It was then observed during the Period 2: Co, Ni and Cd at point 4; 
and Period 3: Cu and Cd. Evidently, some reasons can be pointed out: (i) some trace metals 
are in very low concentration, (ii) sampling volumes were not sufficient, and (iii) problems 
occurred during the analysis. This is even if the sampling and analytical procedures had been 
in the best possible conditions and norms following also the recommendations of the scientific 
community and local authorities. Thus, it shows the limitations of the sampling procedure 
made in the case the trace metals (Co, Ni and Cu, for example, during Periods 2 and 3).  
 
3.2.2 DGT-labile trace metals 
 
The concentrations varied through periods. At Period 1, the concentrations decreased except 
for Ni and Zn. Increase then followed at Period 2 except for Co and Pb. At the last period, 
only Cr, Ni and Cd continuously increased. Similar to the total trace metals, most of the 
concentrations increased at the confluence of Marikina River (sampling point 3), with 
reference to the lake. Figure 4 illustrates the calculated DGT concentration (CDGT) in each 
period and each site. Periods 1 and 2 exhibited higher value than Period 3, except for Zn 
which was quite constant during all the sampling periods. Period 2 gave the highest values 
compared to the others with the concentration of an order of magnitude to two, particularly 
for Cr. For all the periods, it seemed that the DGT-labile trace metals did not exceed the 
recommended water quality criteria on dissolved fraction (Figure 4) basing on the U.S. 
Environmental Protection Agency (USEPA 2012) and DAO 34 for Cu. Co, on the other hand, 
is not included in the criteria due to a lack of toxicological data (Diamond et al. 1992).  
Contrary to the results obtained in measuring the total trace metals there is no missing 
data. The DGT probes were able to record the DGT-labile trace metals in terms of detection; 
managing the problems of trace level quantities and sampling and analytical procedures. All 
the probes deployed served their function and was able to deliver the necessary information 
(in terms of concentrations and fluxes). The values obtained are in the range of the ng/L. For 
most of trace metals, the DGT-labile forms are lower than the observed total fractions, which 
is a normal/logical trend. However, there are some exceptions (Table 4) observed during the 
2
nd
 period, where DGT-labile concentrations of Cd and Cr exceeded the total fractions. This is 
not common but can be attributed to: (1) different sampling procedures obtained; (2) manner 
of sampling in terms of time (as DGT uses the concept of weighted average time while the 
conventional procedure is instantaneous); (3) trace metal behavior, itself, depending on how it 
responds to the natural system or episodic event (e.g. surface-run-off, atmospheric 
contribution, etc.) which can induce higher level of labile trace metals. 
 
3.2.3 Trend of trace metals 
 
Concentrations of the trace elements during Period 1 can be attributed to the dredging activity 
in the Pasig River as the silts and sediments are resuspended to the water column. Sediment 
disturbance can cause mobilization of contaminants (Eggleton and Thomas 2004) and affects 
the affinity of the trace elements.  Dispersion of the trace metal in the water column is 
predominantly of the particulate phase and increase in dissolved concentration is mostly 
related to the environmental condition (Van den Berg et al. 2001).  
During Period 2, precipitation rate increased the water flow and turbidity explaining the 
trace metal trend. Most of the measured DGT-labile trace metals are of highest concentration. 
Also  high rainfall rate caused substantial elevated urban surface run-off which came from 
different sources (agricultural, industrial, residential, etc.) accompanied by the trace elements 
captured from the atmosphere. This condition then allowed a rapid horizontal mobility of the 
trace elements going to the bay. The concentration of the trace metals could even be higher if 
not for the flushing and dilution effect.   
Both Periods (2 and 3) experienced rainfall events. In which, sediment resuspension 
can also be expected. The strong tidal currents releases significant amount of trace metals in 
the water column (Wu et al. 2005).  Table 1 shows that the amount of rainfall accumulated for 
Periods 2 and 3 (within the sampling dates) are almost the same. However, the trace metal 
concentrations in Period 3 are dissimilar to Period 2. The difference in concentrations in these 
2 periods seems notable. The rainfall pattern can give an explanation. Both periods (2 and 3) 
experienced run-off and atmospheric contributions but the dilution effect was higher in the 
last period. In actual fact, 18 days before the sampling campaign was conducted for Period 2, 
13 mm amount of rainfall was accumulated. Whereas, the same number of days prior to the 
sampling campaign for Period 3, the generated rainfall was 123.6 mm. Thus, added to the 
creation of a washing effect prior to the sampling Period 3. 
It is observed that the river seemed to display progress through periods. Even so, the 
lack of water treatment plants for domestic sources and uncontrollable dumping can still bring 
the river to its old problematic state. Also although, DAO 35 which is the Revised Effluent 
Regulations of 1990 required industries to have treatment plants, the non-compliance is a 
problem. The continuous release of chemical substances will adversely affect the surface 
water (Hartman et al. 2006).  
 
  
4 Water management implication and recommendation 
 
Urbanization and rapid developments affected the water quality of the Pasig River 
dramatically. The consistent increase of most of the trace elements through periods from the 
lake to sampling point 3 is interesting. This can imply that in between sampling points 3 and 4 
or within sampling point 3, itself, there are regular contributors. Although, it is obvious that 
each sampling points contribute as well, the area can be identified as a priority by the water 
management authorities. In addition, among the trace metals, the contribution of Zn and its 
trend seemed different both in total and labile-DGT measurements. Zn is a typical urban 
related pollution (Thévenot et al. 2007; Mazzei et al. 2008).  
 The research conduct affirms that monitoring helps in understanding various 
hydrological processes and is a useful tool for the water managers (Khalil et al. 2010). The 
results obtained can provide sound and useful information that is needed in the assessment, 
restoration, and protection of the aquatic ecosystem (Ouyang 2005). Furthermore, it aids in 
ensuring the water quality compliance to the water regulations or guidelines (Aisopou et al. 
2012). Since the   monitoring system is usually limited, a more practical, reliable and 
economical sampling approach is necessary. Consequently, it should commence with these 
essentials: 
1. Defined objectives (until how far can it reach); 
2. Kind of results expected; 
3. Specific target elements and analytical partitions that are of main interest; and 
4. The appropriate methodologies and protocol. 
 
To better interpret the data acquired, the determination of the effect on the trace elements 
on the aquatic ecosystem is important to understand (Gay and Maher 2003; Morilli and Usero 
2008). For instance, the trace metals in flowing water can be into (Wetzel 2001 c.f. Gibbs 
1973): (1) ionic forms; (2) complexed with organic materials; (3) adsorbed to and precipitated 
onto solids; and (4) incorporated in crystalline structures. Hence, total trace metals can be 
measured if the particulate fractions are one of the concerns. This is useful to describe the 
currents state of the river. However, the total concentrations may not reflect the real 
bioavailability (portion that can enter into the systemic circulation) if health risks are of major 
concern (Moreda-Piñeiro et al. 2012). Even the dissolved fractions cannot serve as good 
predictors in bioavailability. Rather, the free metal ion complexes should be the one to 
consider (Janssen et al. 2003; Meyer 2002; Alfaro-De la Torre et al. 2000). This is because 
the bioavailability depends on chemical form and the free metal ion activity exhibits its 
relationship with the biological effects (Campbell 1995). 
For these reasons and from the advantages given in the studies (Zhang and Davisson 
1995; Sondergaard et al. 2008; Yapici et al. 2008) involving this technique, DGT was 
employed. The emphasis is on its capability to do quantitative measurements of labile species 
(ionic forms and easily dissociable complexes can be taken up) that more likely represent the 
bioavailable fractions of the trace metals (Schintu et al. 2008). Although, this paper is not a 
promotion of DGT, instead it is taking advantage on the use of the emerging technology in 
order to achieve an enhanced water management system. In this research, there is a strong 
indication that using DGT sampler as an additional, if not alternative, sampling technique is 
highly recommended. This is in the bearing of its usefulness and being effective, mostly as if 
it concerns bioavailability and drinking water issues, for routine water quality monitoring.  
From the sampling experiences and output, a sampling strategy (Figure 6) is proposed. 
The conventional approach can be applied both for the total and dissolved trace metals while 
the passive sampling approach in this case refers to the use of DGT. The graphs could 
represent each of the scenarios encountered during the sampling campaigns. So, three (3) 
scenarios were depicted: (1) Scenario 1 describes the dry event but with the sediment 
disturbance (introduced episodic event) caused by dredging; (2) Scenario 2 is from wet season 
to rainfall events; and (3) Scenario 3 is a wet event to continues rainfall. Of course, the 
concentration can vary but the figures can give ideas on how the concentrations can be 
somehow expected. The curves in dotted and broken lines represent the predicted uncertainty 
in each of the scenario. Assuming that the hydrological condition is greatly affected by the 
climatological condition such as precipitation (Nalbantis and Tsakiris 2009; Akrami et al. 
2013), RSD (relative standard deviation) was computed using this data (Table 1) obtained in 
each period (Period 1: +3.45; Period 2: + 2.34; Period 3: +1.59). However, another source of 
uncertainty is the contribution of dredging. Therefore, we can assume that RSD could be 
higher.  
There could be different stages that can be drawn. In scenario 1 there are: Stage 1- 
dredging starts; Stage 2 - dredging continues and the trace metals increase; and Stage 3 - there 
could be a point wherein the concentrations could stabilize (could be quick or long time) 
before it further increase or decrease. For scenario 2: Stage 1-start of the rainfall; Stage 2- 
rainfall continues accompanied with run-offs; Stage 3- peak of the concentration; Stage 4- 
dilution starts; and Stage 5 - washing effect. Scenario 3 is the last part of scenario 2, wherein, 
Stage 1 is the same with Stage 4 and Stage 2- washing effect continues. 
Figure 6 would like to imply that series of grab collection in each of the scenario are 
needed (and should be frequented) in order to satisfy the quality of data needed using the 
conventional approach. Scenarios 1 and 3 need at least 4 times of water sample collections. 
Scenario 2 requires more water sample collection than the 2 other scenarios. 
The idea of DGT follows the time-weighted average (at the specific time of immersion). 
The sampling design for Periods 1 and 3 can have at least 2 ways. It can be either Approach 1 
that allows temporal variation or Approach 2 that covers the whole duration of the event at a 
given time. The approaches are described below: 
 Approach 1. DGT1 + DGT2 = CDGT ( 3) 
Approach 2. DGT3 = CDGT (4) 
Approach 3. DGT1 + DGT2 + DGT3 = CDGT (5) 
Approach 4. DGT4 + DGT3 = CDGT (6) 
Approach 5. DGT5 = CDGT (7) 
 
For Period 2, at least 3 ways can be suggested which are in Approaches 3, 4, and Approach 5. 
Approaches 1 and 2 allow temporal variation. The difference is the stages that the technical 
experts would like to capture. DGT4 includes the minimum and maximum values of 
concentration while the DGT3 integrated the washing effect. DGT2 describes the increase of 
concentration as the rainfall and the surface-run-offs have added their contribution. DGT5 
covers the whole Scenario 2.  
Based from the above mentioned combinations or decisions, reliable results can be 
generated. If episodic events are the primary concern, for example, it is good to have 
combinations like in scenario 1: DGT1 vs. DGT 2. Wherein, the concentrations at the start of 
the dredging campaign can be compared to the time wherein the dredging was on-going. It is 
also advisable to conduct sampling before the dredging activity. It is up to the technical expert 
to define the time of water sampler immersion. While, if the objective is just to see the water 
quality of the water DGT 5 for scenario 2 and DGT 3 for scenarios 1 and 2 could be a good 
recommendation. This manner considers the maximum and minimum values to be integrated 
in the time-weighted average concentration that DGT can provide. The ability to make 
comparisons and assessments is one of the advantages of series of sampling campaigns.  
From the experience of the research conduct, with substantiation, the hydrological 
condition (season-driven) is an important factor for consideration. The baseline information 
obtained from this research provides better understanding of the Pasig River.  
 
  
5 Conclusion  
Water quality assessment is a vital element. This provides basis in doing water management 
plans and actions. In order to provide good and solid information reliable and practical 
monitoring techniques should be employed. This research considered three periods (i.e. 
Period 1: dry and dredging; Period 2: wet to dry; and Period 3: series of rainfalls) for the 
conduct of the water sampling.  
Classic method was employed to measure the trace metals in total fraction. Total trace 
metals using grab sampling provided a picture of the water quality but not enough to make a 
strong generalization as sampling frequency should be increased. However, this fraction can 
only describe the general status of the water quality. If the real concern is the risk on the 
aquatic system, real dissolved fraction should be considered. This fraction is found to have 
relation when biological and chemical reactions within the aquatic system are involved. For 
this reason, the use of the DGT technique was employed.   
Pasig River is a dynamic system as it is a natural estuary. The environmental 
parameters facilitated in describing and differentiating the environmental chemistry in the 
water column for each period. Following this, the reliability and the sensitivity of the DGT 
probes were tested as they were able to capture and follow the environmental signals from 
different seasonal changes and episodic event. 
  This study was able to arrive in giving qualitative and quantitative results. For 
instance, it was observed that among the trace metals Zn do not follow the seasonal trend. 
This signifies that permanent contributors are present as indicated by the increase in 
concentration. The outcome showed the representativeness (spatially and temporally) of the 
trace metals (both in total and dissolved factions) in describing the status of the water. 
Moreover, the most problematic site was able to indentify. The results pointed out that this is 
the confluence near the Marikina River. The study provided a sampling design for employing 
conventional and passive approaches drawn in different scenarios. The result demonstrated 
that if freely dissolved fraction is of concern, the DGT technique in monitoring the water 
quality of the Pasig River is applicable and recommended to other different water conditions. 
Hence, this paper deduces that passive sampling, using DGT in this case, can be part of the 
routine water quality monitoring.  
Water quality assessments need reliable and empirical results from practical and 
pertinent sampling method like the DGT technique. This paper recommends continues water 
quality monitoring and assessments. This is as the river is found to be dynamic and receptive 
to seasonal changes. In doing so, defined objective in conducting water quality measures such 
as on the concern on the potential ecological risks in the water. Each of the sampling 
procedures should correspond to the objectives of the monitoring activity. From this, local 
authorities should be able to provide reliable water quality information and locate the highly 
polluted area. For instance, in terms of the concern of the trace metal flux contribution, as 
previously stated, the confluence of the Marikina River was identified as the area that needs to 
be prioritized.  
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